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 The passive RFID tag in the UHF has been employed in several different 
applications including, tracking, logistics, and as a sensing platform for the Internet of 
things (IoT). The tag is ideal for this industry due to its unique design. It harvests all of its 
energy from the environment, and is small, cheap, and requires little to no maintenance. 
However, there are two major issues limiting the potential of the passive RFID systems: 
the limited power harvested by the tag, and the high susceptibility to interference and 
coupling. In particular, dynamic environments render the traditionally fixed, RF 
impedance matching network ineffective.  
 A novel design for a flexible Impedance-Switching Network (ISN) for passive 
RFID tags in the UHF is presented in this thesis. This novel approach can maximize 
power harvested by the tag. We propose two approaches to implementing the ISN. First, 
a more traditional design with a series of varactors is developed and studied. Each 
varactor is placed in parallel impedance lanes that are controlled via a feedback loop to 
maximize harvested power. A four-lane ISN is designed, tested, and tuned. The 
simulations and experiments demonstrate that ISN is capable of compensating for 
negative effect of mutual coupling in a ferromagnetic-reach environment.  
 The second design employs a new material called a memristive switch that can 
replace the varactors in the ISN. State of a memristive switch is non-volatile and requires 
little energy to operate, thus making it ideal for passive RFID tags. We are the first to 
characterize the Co3O4 based memristive switch in UHF range. The results show that it 
can be employed as a varying capacitor in the RF front-end design. We propose three 
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Passive Radio Frequency Identification (RFID) tags in the Ultra High Frequency 
(UHF) range are being introduced as the new low cost sensor for the internet of things 
(IoT). The industry of production and automation have started to adapt wireless sensors 
to monitor production lines, goods, and tools. Yet, passive RFID tags are not able to be 
placed in every environment. There are several issues with the passive RFID tags that 
need to be addressed before they can be used in such a manner.  
The applications that passive RFID tags are used in range from smart tags [20], to 
sensing important vitals on humans [8]. This system is able to be implemented in such a 
vast array of applications, due to its simple nature. RFID systems are a master slave 
system in which the reader acts as the master and the tags are the slave. There are two 
types of RFID tags: passive and active. Active RFID tags rely on a power supply to 
communicate with the reader. The passive RFID tag harvests all of its power from the 
reader. Allowing it to be a low cost, small, and low maintenance sensor. However, this 
power scheme raises two distinct issues: a limited power supply for the tag chip, and the 
susceptibility to coupling and interference.  
Passive RFID tags may only harvest a limited amount of power from the reader 
signal [24]. Due to the limited power, the tag must be built with as few components as 
possible. This leaves the tag with only the core components in order to function and 
perform its tasks. These components are a rectifier, de/modulator, memory control unit, 
and an internal clock. A fixed impedance matching unit is placed on the antenna to match 
the antenna impedance to the tag chip impedance. In past research, in order to reduce 
power draw the rectifier and the de/modulator received most of the focus [36-42].This 
process can reach a plateau since it has physical limits. 
Susceptibility to mutual coupling and interference is the second issue with passive 
RFID tags in the UHF. This is due to the limited reactance range of the impedance 
matching network on the tag. The impedance matching network typically resides on the 
antenna, matching to only a specific range of impedance [1-6]. Since the antenna is 
similar to an inductor, the tag becomes easily interfered with or coupled with neighboring 




communication range decreased, loss of power, and inability to work in dynamic 
environments. 
Mutual coupling occurs when a passive RFID tag is near other tags or objects that 
produce a magnetic field. When a tag couples with others, its impedance can change 
causing incoming signals from the reader to be misread. Unmatched tags can also 
decrease the amount of power harvested by the tag. Too high or too low of an impedance 
can cause the tag to harvest to little amount of power. A matched impedance between the 
tag and the reader will always allow a passive RFID tag to harvest the maximum amount 
of power. 
Passive RFID tags are also susceptible to interference from other tags. The 
backscattered signals that are sent out by neighboring tags cause interference amongst 
one another. The interference can also come from temperature, and a noisy background. 
Tags that have a large amount of interference can have their signal phase shifted when 
receiving and transmitting from and to the reader. Out of phase signals will cause 
mismatch between the tag and the reader, lowering harvested power. When a tag is 
considered to interfere with another, it is called a destructive tag. Passive RFID tags can 
also become constructive, aiding other tags and increasing communication range and 
harvested power.   
Interference and coupling can greatly lower the amount of power harvested by the 
tag. Since the tag is already very limited in its power, any interference or coupling can 
severely cripple an entire RFID network. In order for passive RIFD tags to remove the 
negative effects of coupling and interference a dynamic impedance matching network is 
required. In this thesis a novel design is simulated and tested. The Impedance Switching 
Network (ISN) is a new approach to solving the two major issues of passive RFID tags in 
the UHF: limited power delivered to the tag chip, and interference and coupling of the 
passive tag to objects and other tags. This unique design relies on impedance switches to 
control several impedance lanes to dynamically switch the passive RFID tag impedance. 
With the ability to dynamically switch a tag impedance, the passive ISN RFID tags will 
be capable of being used in dynamic environments. In this thesis, two different designs of 
the ISN are presented. The first is with conventional components, and the second with 




The novelty of the ISN was postulated from the recent papers that demonstrated 
passive RFID tag exhibit a higher read rate with a matched impedance [23, 25]. Since the 
impedance between the tag antenna and chip are fixed, the tag itself is unable to remove 
any negative coupling effects. With the additional reactance, the tag can remove coupling 
and allow for communication with the reader. A dynamic impedance matching network 
will allow passive RFID tags in the UHF to branch into new applications. Tags will be 
able to be placed on goods and tools that need to be tracked in unique and dynamic 
environments. Most of all, it allows the passive RFID tag to be used in the Internet of 
Things (IoT). 
The ISN design is very simple, utilizing several parallel impedance switches will 
allow the passive RFID tag to not only work in dynamic environments but harvest 
maximum energy at all times. Each lane has its own impedance range from the 
impedance switch and from the bias capacitors. The lanes are controlled by a closed 
feedback loop connected back to the memory control unit (MCU). The MCU decides 
which lanes are enable or disabled based on the power received by the tag chip. The 
feedback loop function is derived from the ISN impedance vs harvested power for the 
passive RFID tag chip. As the ISN impedance decreases, the harvested power increases, 
yet there is a maximum to this function. Once the maximum is reached, the harvested 
power will decrease. With an optimized harvested power vs impedance function, a 
feedback loop can be created to maximize harvested power for the tag chip by controlling 
the ISN impedance. 
The first ISN was designed to work with ferromagnetic objects and was designed 
with varactors as the impedance switch. The ISN Gen 1 was the proof of concept to 
determine if it would be possible to cancel out coupling. Each lane was controlled with an 
open feedback loop using a power supply with manual input. A microcontroller system is 
in the design phase to start testing the feedback loop. In testing, the ISN Gen 1 was able 
to remove all ferromagnetic coupling. The first task of the board was to match the 
impedance of the ISN to the antenna. Once a near match was established, testing could 
begin with canceling coupling from ferromagnetic objects.  The testing was performed in 
an anechoic chamber with the ISN placed on top of different metallic objects. The 




all coupling. With ISN Gen 2, the ISN will be designed to balance out coupling and 
interference but to also maintain power requirements for passive RFID tags.  
The ISN can be improved further with the usage of memristors as the impedance 
switch. Along with resistors, capacitors, and inductors, the memristor is a passive element 
and is considered the perfect switch. The memristor is a perfect switch because of its 
properties being non-volatile, multi-state, nano-device that can remember its mem-states. 
The memristor was first postulated by Dr. Chau in 1976 with the idea of a device that is 
able to switch between two states based on charge or electric flux. The memristor device 
had not been proven until in 2002, when HP designed the first one using a material stack 
up of Pt/TiO2/Pt [28]. The metallic oxide metal sandwich allowed for a memristor to be 
created inside the oxide, while the metallic plates act as the electrodes for the device. The 
oxide has a large resistance, and requires to be broken down before a memristor can be 
formed. With HP proving the design of the memristor, a revolution in the electronics and 
physics world began, and new devices and applications were being created each year.  
The memristor works by creating a change in voltage or current over the 
electrodes. At two distinct points of voltage or current, the memristor will either change 
from the Low Resistive State (LRS) or from the High Resistive State (HRS). The 
function of this I-V graph is a hysteresis loop that meets at the origin. The hysteresis loop 
is what defines the memristor as a switch. In the case of the Pt/TiO2/Pt based memristor, 
the hysteresis loop spans both positive and negative voltage in order to switch between 
the LRS and HRS. Other materials may produce different types of hysteresis loops, 
especially those that create capacitance or inductance. These loops can be based off their 
respective system. In the case of memcapacitors their voltage-capacitance produces a 
hysteresis in the form of a circle [48].  
The HP Pt/TiO2/Pt based memristor was created by laying Pt nano-wires across 
each other with a thin film of TiO2 placed on a whole surface, and the cell formed at 
intersections [28]. The crossbar structure allowed for a mux memristor network to be 
created, and postulated the first application with memristors: memory. As more research 





In [27], Chua and Di Ventra postulate the idea that memristors can become 
memcapacitors, or meminductors. These mem-devices are based off the same system as 
the memristor: both produce a hysteresis loop, and both have two or more mem-states. 
However, the plane in which these mem-devices work in are different from one-another. 
Memristors switch by changing current or voltage across the electrodes. Memcapacitors 
switch by changing charge or voltage across the electrodes. Meminductors switch by 
changing flux or current across the electrodes. Each mem-device also give a unique 
response when measured: Memristors – only resistance, Memcapacitors – resistance and 
capacitance, Meminductors – resistance and inductance. These additional mem-devices 
could help broaden the application of memristors, especially if a mem-device produces 
reactance.   
The memristor has been presented in novel designs that range from memory units 
[52], to integration with FPGAs [53], and creating programmable interconnects [54]. 
With the introduction of the mem-devices, memristors and mem-devices could expand 
their application list to a larger audience. Mem-device that can produce capacitance have 
been postulated to work in chaotic [55] and neural networks [31, 56]. These types of 
mem-devices have only started to begun to be created [48], and further research needs to 
be conducted before these devices can be considered memcapacitors.  
The idea of memristors that produce reactance can lead to applications that do not 
only exist in the DC world. In the paper [44], it was found that Au/ Mn3O4/Au based 
mem-devices could produce a capacitance reactance in the low frequency (LF) range. 
This postulated the idea that a mem-device that can exhibit impedance could be used in 
RF devices. In this thesis, a Au/Co3O4/Au based mem-device is demonstrated to produce 
a capacitance reactance in the UHF. This type of mem-device may be suitable for RFID 
applications. Yet there is a need for further research to understand the full nature of the 
Au/Co3O4/Au mem-device.  
A memristor can become a mem-device with impedance based on the metallic 
filament that is created inside the Co3O4. The mem-device creates a capacitive like 
structure that exhibits its capacitance in the reset state. The as prepared mem-device has a 
high amount of resistance (MΩ) and must go through an “electro-forming” process to 




considered to be in the Low Resistive State (LRS) or set state. In the LRS, the mem-
device is considered to be a short and has a very low resistance (Ω). In order to change 
states, the mem-device must be exposed to a change in current. It is theorized that as the 
current changes, the mem-device will oxidize a section of the metallic filament creating a 
gap of CoOx between the filament and a Au electrode. This gap creates the capacitance 
nature, of the mem-device, and is now considered to be in the High Resistive State 
(HRS). Along with the capacitance produced, the HRS will have a high resistance (KΩ) 
element as well.  
The Au/Co3O4/Au mem-device should not be considered a memcapacitor. It is 
considered to be a memristor or a mem-device with impedance. The properties for a 
memcapacitor include that the device produce a capacitance in both the LRS and HRS. 
The Au/Co3O4/Au mem-device produces capacitance only in the HRS. The LRS is 
considered to be an inductor and resistor in parallel. Although the value of the inductor is 
unknown, its presence has been seen in both LF and UHF measurements. 
In order to determine if the Au/Co3O4/Au mem-device was suitable for RF 
applications, the mem-device had to be characterized and an equivalent circuit was 
required. The Au/Co3O4/Au mem-device was measured with a VNA between 100MHz 
and 1.8GHz. The large range in frequency allowed for a full characterization of the mem-
device. The HRS of the mem-device was measured with some difficulty, but it produced 
enough results to conclude several properties. The Au/Co3O4/Au mem-device in the HRS 
produced a semi-circle graph on a Nyquist Plot. This means that the HRS can be 
represented as a capacitor and resistor in parallel. The capacitance was measured between 
the femto-farad to pico-farad range, while the resistance was near 10KΩ to 20KΩ. The 
LRS was unable to be measured with success that did not include a large amount of noise 
or parasitic components. It is believed that it could be considered an inductor and resistor 
in parallel. The resistance is easily measured in DC and is between 10Ω to 200Ω. The 
vast range is due to an unknown contact size that changes with each measurement. The 
inductance was undetermined and any results included added inductance most likely due 
to cable.  
The Au/Co3O4/Au mem-device has been shown to produce a small amount of 




the Au/Co3O4/Au mem-device is considered to be an ideal candidate as an impedance 
switch for dynamic impedance matching networks for passive RFID tags in the UHF. 
Specifically, the mem-device is considered to replace the varactors in the ISN design 
presented earlier in this thesis. The mem-device will bring in a great number of benefits 
to the passive RFID tag. 
Since the mem-device is a nano-device, non-volatile, impedance switch, it is ideal 
to be used in the ISN design. Although to be determined, the mem-device will require far 
less power to operate as a switch since, the requirements for switching states only 
requires a few micro-watts. The mem-device does not require any power to remember its 
state, and will do so always. The ability to remember its past state allows the ISN to 
become highly dynamic and lowers the overhead of the feedback loop. In all, the mem-
device lowers power draw, and increases received harvested power by the tag chip.  
With replacing varactors with Au/Co3O4/Au or other possibly more suitable oxide 
mem-devices, the ISN can become an enhanced version of itself. It would allow the 
passive RFID tag to include more sensors, and have a greater functionality. With the ISN 
dynamic impedance matching module, tags will be able to be placed in dynamically 
changing environments. The ISN will be capable of allowing RFIDs to be attached to 
objects in metallic containers, on components inside of a system, and create a low 
overhead network due to an internal feedback loop on the tag. These abilities can help 
create applications such as smart shelves [15, 19] and warehouses that are capable of self-
inventory [51]. The greatest achievement the ISN can provide is the ability to bring all 
components, goods, and tools to the IoT for every industry. Tracking and maintenance of 




2. IMPEDANCE SWITCHING NETWORK FOR RFID TAGS IN NON-
IDEAL ENVIRONMENTS 
2.1. INTRODUCTION 
 Radio Frequency Identification (RFID) has been employed in several different 
technologies. They range from replacing barcodes with smart tags [20], used in mesh and 
motes networks [22], designed to keep track of inventory in smart shelves [15,19], to 
employing sensors on the human body [8]. Despite many benefits and advantages of 
RFID Technology there are many challenges preventing a wide spread usage. The main 
disadvantages are mutual coupling and interference caused by the environment and 
neighboring tags, and the low amount of power harvested by the tag.  
 RFID Technology is a master-slave system containing the RFID reader which is 
the master sending out all signals to the slaves. The slaves come in two types: Passive or 
Active RFID Tags. Most RFID tags are passive relying on the power from the RFID 
reader for both power up and communication. While Active RFID tags can get power 






Figure 2.1.  High level block diagram for Passive RFID Tag chips. The 




 Passive RFID tags rely solely on the power they harvest from signals sent by the 
reader. RFID tags must utilize all the energy they harvest from the reader signal in order 
to power up, initiate, and transmit back a signal. This limits the amount of components 
and abilities the tag can have, and perform with each packet received. Passive tags use 
backscattering to communicate. They modulate the reflected signal to transmit data.  A 
typical block diagram of an RFID Tag is shown in figure 1. The limited modules include 
a rectifier for power source,     de/modulator for transmission, a fixed matching network, 
the actual logic chip and a clock to sync all the modules together. 
 Another major issue with RFID Tags is their susceptibility to interference and 
coupling [7,18,21]. The RFID antenna acts as a large inductor to harvest all the incoming 
signal power. The better the antenna, the greater the harvested energy. Presence of 
electromagnetic objects can affect the energy absorption due to coupling and interference. 
When a tag is placed in such an environment, it is common that the antenna is designed to 









Figure 2.2.  Concept drawing of the ISN Network. The Impedance 
Switching network is a variable Impedance Matching Network for RFID 




 A flexible/tunable impedance matching network is needed to address the two 
major issues: the limited power harvested and Interference. In order to help decrease 
power draw across the tag, it is common for the rectifier or the modulators to receive 
most of the attention in the design phase [26-32]. Increasing power efficiency in this 
manner has limits though. The rectifier and modulators have a maximum efficiency level. 
Power received by the tag chip also has a maximum but is dependent on the impedance 
matching network. Impedance matching networks are built into RFID tags, typically they 
reside in the antenna [1-6]. These types of impedance matching networks are only 
reliable in a configured environment where the tags are predictable in their behavior. In 
order for a flexible impedance network to work, it needs to constantly adjust its 
impedance to cancel out interference and coupling. This will thus increase power 
received by the tag chip.  
 In this paper, a novel approach to implementing an impedance matching module 
for RFIDs is proposed, modeled, and measured in an anechoic chamber. The Impedance 
Switching Network (ISN), figure 2, is a front end module for RFID tags to allow a high 
degree of flexibility. Utilizing multiple varactors, the RFID tag is able to choose a 
specific impedance range to match its surrounding. An open feedback loop is discussed 




 Radio Frequency Identification (RFID) is a master slave system that allows for far 
field identification in the ultra-high frequency (UHF) range. The host being the RFID 
reader which sends information to the node (RFID tag) and receives the information 
stored. The RFID tag can be broken down into two variants: passive and active. Active 
tags have an attached power source that allows the tag to be more complex. Passive tags 
use a system called harvesting to harness all the power it needs. In this paper, we will 
exclusively discuss passive tags in the UHF.  
 Harvesting power means that the antenna of the RFID tag acts as a weak inductor 
to push power through the tag. This power system is what enables the tag to send back its 




maintenance free, and require no battery power source. The disadvantage to harvesting 
power is the low amount of power received by the RFID tag chip (micro-watt to one watt 
maximum), high susceptibility to interference and coupling, and limited range of 
communication. These strong disadvantages are what can limit RFIDs in their 
advancement.  
 In order to allow RFIDs to work outside their configured environments, a study 
into the relationship of the power and interference has on the passive RFID tag in UHF is 
required. When a tag is placed into any environment, its impedance will change due to 
coupling or interference. This disadvantage lowers the amount of power harvested by the 
tag. The tag’s relationship between impedance and power is first discussed and secondly 
the usage of these tags in dynamic environments. 
 
 Impedance vs Power.  The amount of power harvested by a passive RFID 
tag in the UHF is directly dependent to the tag impedance [23]. The impedance of the tag 
is what allows for communication to occur. The passive RFID tag consists of several 
different parts that each have their own impedance. All of these parts must have a 
matched impedance along with the received signal impedance from the RFID reader. If 
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the power harvested can reach its maximum value.  
 The ISN will allow for a passive RFID tag in the UHF to include a tunable 
impedance matching network while also maintaining the power requirement for the chip. 
The power absorbed by the tag will follow a power vs impedance function, that when 
optimized will allow for all the needed power for an RFID tag. Figure 3, shows a graph 
of the power vs impedance function along with the impedances seen by the RFID tag. 
The feedback loop controlled matching network (ZN(t)) will need to match to the 
impedance of the received RF signal (ZRF(t)) and the RFID chip (ZL(t)). The matched 
impedance relationship is represented by the function Γ(t). As the function centers 
towards   zero, the harvested power reaches its maximum. The harvested power function 
of the passive RFID tag can be seen in figure 3 as the Ps(t) function.  
 Tunable impedance matching networks have never been implemented to passive 
RFID tags due to their large power draw and size. A tunable impedance matching 
network relies on a feedback loop in order to accurately assess its current impedance and 
calculate the required impedance to offset the environment influence. Due to the 
feedback loop, the RFID chip would need to waste energy while adjusting the impedance. 
Thus the benefits of the feedback loop need to outweigh the power loss. 
 Investigations into impedance matching have been performed before [1-6]. Most 
of these designs revolve around an impedance matcher on the antenna rather than on the 
RFID tag. Furthermore, in all of these instances, the antenna impedance is designed to 
match that of the tag for specific environment conditions. This simplifies the design of 
the RFID tag creating a unique tag for each environment. For example in [12], the 
investigators design an antenna for use with wire spools. The antenna is created with an 
offset impedance so that it can balance out the coupling effects when the tag is placed on 
top of the wire spool. This design process allows for the tag to work near the metal wire 
spool, but if placed anywhere else, the tag would have a mismatched impedance due to 
the antennas design constraints.  
 
 RFIDs in Dynamic Environments. For RFIDs, a dynamic environment is 
the amount of mutual interference [7,18], and mutual coupling [21], caused by 




time variance is what really defines a dynamic environment. It represents the fact that the 
RFID tag must be able to change its impedance dynamically in order to operate in a 
dynamic environment. 
 From [25], it can be seen that the system can be improved with tags that can 
change their impedance dynamically. The goal of the research was to measure passive 
RFID tags in a freezer, but to do so multiple readers were required. Each tag offset 
impedance was able to be read due to a phase aligned reader. If the tags had a 
dynamically controlled impedance matcher, the number of antennas could be reduced. In 
a normal RFID environment, there is the reader and several tags in a close proximity. It 
does not matter if all or one of the tags is to be read when an attempt is made by the 
reader; each tag within the reader’s range will be activated. The only tag(s) that will 
respond are those that have the corresponding ID(s) matched by the reader’s request. As 
mentioned, all the tags within the environment will activate sending out some amount of 
reflected signals, causing mutual interference. Depending on several factors with each 
tag, (angle of alignment, range, impedance, and power) the tag’s mutual interference can 
either be constructive or destructive to a neighboring tag. As figure 4 demonstrates, a 
constructive reflected signal will allow a neighboring tag to receive the reader’s packet at 
a higher efficiency. This means that the tag could either communicate at a further 
distance, or receive more power, or other possibilities. Contrary, destructive reflected 
signals apply a negative effect toward neighboring tags. This could make tags that should 
be easily read unable to do so.  
 There is also another issue for RFID tags when randomly placing them in a 
dynamic environment, and that is the susceptibility to mutual coupling. For example, we 
can look at the case of placing a RFID tag onto a magnetic part. Since the tag’s antenna is 
now attached to the magnetic part, this creates a strong inductive coupling that results in 
the antenna’s impedance changing dramatically. The same can happen when a group of 
tags are close to each other. Demonstrated in [23], a tag’s antenna will create an inductive 
coupling between other tags’ antennas when neighboring one another. In this situation, 
the dynamics are increased dependent on movement and the amount of tags that may 








 Most of the impedance matching is based off of how the antenna was built. In 
several examples [8-14,16,17] other engineers have shown by designing an antenna for a 
specific placement on a specific metallic object, allows for the tag to be read. Yet, by this 
process, each tag would have to have its own antenna for every scenario; dramatically 
increasing cost, and lowering productivity. This process would limit the dynamics of the 
tag as a whole.   
 In a preliminary study [24], it was found that adding capacitance reactance 
between the antenna and the RFID chip helped cancel out the destructive signals of 
surrounding RFID tags. In this case, it’s easily seen that strong inductive environment are 
cancelled by the capacitance allowing for a matched impedance scenario. In this scenario 
though, the researcher only sought to reduce the negativities of mutual coupling, and did 
not include a time varying scenario. Though, this postulates the idea that having varying 
selectable capacitors could allow an RFID Tag to adapt in an environment. RFID tags 
Figure 2.4.  A typical RFID system graph depicting the RFID Tags’ mutual 
interference state. In this figure, the RFID Reader is communicating with the 
Target RFID Tag in Orange. Neighboring tags either become Constructive (Green) 
or Destructive (Red) depending on several parameters. Constructive Tags are 





with this ability will not only be able to communicate within a dynamic environment, but 
also allow for single targeting when many tags are present. This could also help reduce 








2.3. ISN DESIGN 
 The Impedance Switching Network (ISN) is a novel approach to designing a low 
power impedance matching module for passive RFID tags in the UHF. The ISN is 
composed of several impedance lanes called ISN Lanes. Each lane has a varying 
impedance that can dynamically change based on the voltage across the varactor. Each 
ISN Lane also has bias capacitors to create a constant capacitance. The concept design 
can be seen in figure 5. The ISN Module can have as many lanes as needed depending on 
how fine an impedance tuning is required.  
Figure 2.5.  Low level model of the ISN Circuit. Each ISN Lane has 
two capacitors and a varactor. The capacitors act as bias impedances 




 Each ISN Lane’s impedance is tuned with its varactor. The varactor acts like an 
impedance switch, closing and opening lanes as needed. To determine which lanes are to 
be selected, the RFID Tag will have each ISN Lane impedance range memorized. A 
closed loop and an optimized function based on the received Power for RFID Tag (Ps(t)) 
and the Impedance of the ISN (ZN(t)) will regulate each Lane. The function Ps(ZN(t), 
Vs(t), Zcouple(t)) is based off the ISN Impedance (ZN(t)) the Input Voltage (Vs(t)), and the 
Impedance of the Coupling (Zcouple(t)), and in which all are time dependent.  
 
𝑃𝑠 (𝑍𝑁 𝑡 , 𝑉𝑠 𝑡 , 𝑍𝑐𝑜𝑢𝑝𝑙𝑒 𝑡 ) =
𝑉𝑙
2 (𝑍𝑁 𝑡 , 𝑉𝑠 𝑡 , 𝑍𝑐𝑜𝑢𝑝𝑙𝑒 𝑡 )
𝑍𝑅𝐹𝐼𝐷
  1  
 
Where Vl(ZN(t),VS(t),Zcouple(t)) is the Voltage across the RFID Chip: 
 
𝑉𝑙 (𝑍𝑛 𝑡 , 𝑉𝑠 𝑡 , 𝑍𝑐𝑜𝑢𝑝𝑙𝑒 𝑡 ) =
𝑍𝑁(𝑉𝑟 𝑡 )
𝑍𝑐𝑜𝑢𝑝𝑙𝑒 𝑡 
𝑉𝑠 𝑡   2  
 
 Before the ISN can be implemented a study into the range of impedance for each 
ISN Lane is needed. Ideally this initial study would incorporate the effects of coupling, 
but for this paper, the impedance of each lane will be centered on the impedance of the 
RFID antenna. Once this starting point is established a simulation for the ISN board with 
coupling may begin. In both cases a simulation is needed to understand what bias 
capacitance and varactors are needed for the hardware design. Figure 6 shows a circuit 
diagram (6.i) and the varactor spice model (6.ii) for the simulation of the ISN board. 
Where, Zct(Vr) is the impedance of the Varactor and Ct(Vr) is the capacitance of the 
varactor.  
 In the hardware design, the Varactor is connected to the RFID Tag to create a 
closed loop voltage regulator. In the case of simulations, the voltage across the Varactor 
is controlled by a voltage source:  
 





The voltage that is absorbed by the antenna is a complex voltage source:  
 
𝑉𝑠 = 𝑉𝑠𝑝𝑒
𝑗𝜃 𝑤ℎ𝑒𝑟𝑒 𝑉𝑠𝑝 = [𝑉𝑠𝑝,1 . . . 𝑉𝑠𝑝,𝑖]  4  
 
The impedance of the ISN Lane is the combination of the bias capacitor impedance, and 
the impedance of the varactor:  
 
𝑍𝑙𝑎𝑛𝑒 𝑉𝑟 =  𝑍𝑐𝑡𝑜𝑝 + 𝑍𝑐𝑡 𝑉𝑟 + 𝑍𝑐𝑏𝑜𝑡  5  
 
The impedance of the Coupling applied to the board is added with each lane. Since this 
circuit is modeled with a single lane, the impedance of the Coupling is therefore:  
 
𝑍𝐶𝑜𝑢𝑝𝑙𝑒 = 𝑗𝜔𝐿𝐶𝑜𝑢𝑝𝑙𝑒 𝑤ℎ𝑒𝑟𝑒 𝐿𝑐𝑜𝑢𝑝𝑙𝑒 = [𝐿𝑐,1. . . 𝐿𝑐,𝑖]  6  
 
In this model, the RFID Chip is simplified to a 50Ω resistor. To solve for the voltage 




𝑍𝐴𝑛𝑡 + 𝑍𝑙𝑎𝑛𝑒||𝑍𝑙 + 𝑍𝐶𝑜𝑢𝑝𝑙𝑒
𝑉𝑠  7  
 
Where Vl is the Voltage Load for the RFID Chip, R is the impedance of the RFID Chip, 
and Zant is the impedance of the Antenna. This solution is simplified to 
 
𝑉𝑙(𝑉𝑟, 𝑉𝑠, 𝑍𝐶𝑜𝑢𝑝𝑙𝑒) =  
𝑍𝑙 ∗ 𝑍𝑙𝑎𝑛𝑒 𝑉𝑟 
𝑍𝐴𝑛𝑡(𝑍𝑙 + 𝑍𝑙𝑎𝑛𝑒 𝑉𝑟 ) + 𝑍𝑙 ∗ 𝑍𝑙𝑎𝑛𝑒 + 𝑍𝐶𝑜𝑢𝑝𝑙𝑒(𝑍𝑙 + 𝑍𝑙𝑎𝑛𝑒 𝑉𝑟 )
𝑉𝑠  8  
 
 The RFID Chip is simplified to a real resistor so that the simulation can focus on 
finding the impedances that cancel out coupling impedances from the environment and 
the antenna. The ISN Lanes should almost always be matched to the RFID Chip. The 











𝑤ℎ𝑒𝑟𝑒 𝑉𝑅𝑀𝑆 = 




 In this paper, an ISN Board was fabricated on an FR4 PCB substrate utilizing four 
ISN Lanes. Each ISN Lane was configured to have three Top and Bottom Bias 
capacitors. The numerous amount of capacitors would later be determined as unnecessary 
and ultimately affected all the results gathered, negatively. This issue is further discussed 
in section A of Results and Discussion.  
 
2.4. RESULTS AND DISCUSSION 
 The ISN needs to go through several rounds of testing before it can be used with 
passive RFID tags in the UHF.  First a hardware test to determine the effects of mutual 
coupling seen by metallic objects. This first test will define the range of capacitance for 
the ISN and each of its lanes. This first test was conducted with the ISN Gen 1 board. The 
Gen 2 board was soon simulated to understand the effects coupling had on the power     
harvested by the passive RFID tag. In both cases, the Gen 1 and Gen 2 board were 
created with several impedance lanes.  
 The Gen 1 board was the first attempt at designing an Impedance Switching 
Network. Gen 1’s board design was robust and consisted of four ISN lanes and several 
bias capacitors for each lane. ISN Gen 1’s goal was to determine the initial coupling and 
interference effects that would be applied during normal testing conditions. Along with 
this primary goal, the ISN Gen 1 was going to determine what capacitors would be 
needed for each lane. To do this, the board was created with as high configurability as 
possible. However this design feature turned out to be very detrimental to the research as 
a whole.  
 First off, the increased number of capacitors for each ISN Lane caused a high 
amount of parasitic and signal scattering inside the traces. The added parasitic 




would skew the results. Signal scattering was caused by these soldering joints as well. 
With the additional capacitors, it was easy for the signal to have a high degree of phase 






Figure 2.6.  Hardware test results of cancelling out antenna 
impedance with bias capacitors on ISN Gen 1. The results are 





Figure 2.7.  Simulation result of the ISN Gen 1 Lane 
Impedance vs. RFID Chip Power with coupling at min.  
Figure 2.8.  Simulation result of the ISN Gen 1 Lane Impedance 




 Secondly the Varactors would cause noise inside their lane if they were switching. 
Additional grounding was applied to the voltage connections to the varactors, but the 
noise still remained, however much weaker. This could be noise from the voltage source, 
or due to some design problem with the ISN Gen 1. Investigations into the matter is still 
underway.  
 Even though there were some flaws to the ISN Gen 1 boards, it was able to find 
capacitors that could meet our first goal: Remove the inductive coupling produced by the 
Antenna. Figure 7 shows the results of several different trials to remove the antennas 
impedance. The goal was to get the responding signal as near close to 1-to-1 match as 
possible. With these results, we were able to have three ISN Gen 1 boards usable for 







Figure 2.9.  ISN Gen 1 results. The graph shows several different 




 With the data on starting bias capacitors for each ISN Lane, the ISN’s power 
could now be solved with the addition of coupling effects. Solutions (8) and (9) were 
used to solve for the power vs impedance functions. As stated in the ISN Design section, 
the simulation of the ISN only used one ISN Lane, and the total capacitance was the 
result of a single varactor (ZN) and two bias capacitors (Zctop, Zcbot) . The coupling was 
chosen to be a high inductive coupling (Zcouple) effect that ranged from 0nH to 25nH. 
Figure 8 and 9 shows the results of the coupling effects in terms of ISN Impedance vs 
RFID Chip Power. Both results show that the load power will be in the low milli-watt 
range even when significant source voltage (Vs) is passed through the circuit. A higher 








 In both cases, the ISN was also able to identify its impedance for maximum 
power received. As hypothesized, the ISN will be able to notice a change in power as the 
impedance switches between a high and a low state. These results will now be able to 
push the ISN into its next phase of testing: Active removal of negative coupling effects in 
a dynamic environment. In order to move onto this goal, first a study into how metallic 
Table 2.1 ISN GEN 1 Results Featuring Various Metals 
 
Board 0 – ISN Board with no attached components.  
Board 1 – ISN Board with all four lanes active with Varactors set to max.  
Board 2 – ISN Board with lanes 2 and 4 active and Varactors set to max. 
Board 3 – ISN Board with lanes 1 and 3 active and Varactors set to max. 
Metal 1 – 12 mm thick steel slab 





objects effect the ISN hardware. Secondly, the ISN needs test its switching capabilities 
with a Gen 2 board. Finally, a closed feedback loop needs to be developed to optimize the 
power of the RFID Chip based on the ISN Impedance.  
 Testing has started for determining the effects of coupling with the ISN Gen 1 
Board. Better results will be attained with the revised ISN Gen 2 Board, yet early tests 
will be able to give initial insight in test setup, data acquisition, and coupling strength for 
each object that will be used in testing. Results of the coupling strengths can be seen in 
Figure 10 and Table I. Figure 10 shows each of the ISN Gen 1 boards that were able to be 
created from the very first round of tests. Each board is able to balance out the impedance 
of the Antenna. Table I shows how the boards reacted when near metallic objects.  In 
most cases, the ISN Gen 1 board were not able to cancel out the coupling effects. Only 
one board was able to do so. The primary information gathered from these tests were the 
effects of the metallic objects onto these boards. This data has helped with the design of 
the Gen 2 boards.  
 
2.5. CONCLUSION 
 In this paper, a dynamic impedance matching circuit for passive RFID tags in the 
UHF is presented. Its ability to cancel out negative coupling and interference produced by 
tags and objects allows the tag to harvest a higher amount of power. With this unique 
ability, the ISN can enable passive RFID tags to work in dynamic environments. Namely, 
those that require an impedance matching network to dynamically change its impedance 
due to a time variant environment. 
 The Impedance Switching Network allows for passive RFID tags to work in 
dynamic environments. It is seen in this paper removing the effects of coupling and 
allowing the maximum power harvested. Further research is needed to understand how 




3. Au/Co3O3/Au BASED OXIDE MEMRISTIVE SWITCHES FOR 
DYNAMIC IMPEDANCE MATCHING IN PASSIVE RF FRONT-ENDS 
3.1. INTRODUCTION 
 The memristor is very well known in the physics and electronic world. Its 
introduction, by Dr. Chua [26], has led the way to the re-invention of modern electronics 
and computers. New types of memristors are being discovered every year, with proposals 
for all sorts of applications. For the first time, a memristor has been shown that not only 
has the standard resistance difference in states, but also impedance in the ultra-high 
frequency spectrum.  
 Memristors are classically classified by their hysteresis loop that pass through the 
origin, in the I-V graph. The hysteresis loop indicates that the memristor is capable of 
being in many different states, dependent on past charge (Q) or electric flux (φ). We 
denote these states as the High Resistive State (HRS) and the Low Resistive State (LRS). 
The difference between the two resistive states is typically three to nine orders of 
magnitude. With these standard properties always present, the memristor makes for an 
ideal candidate to replace all switches. 
 There are memristors that do not share all of the properties mentioned though. In 
recent years, other memristors have been found that do not produce a hysteresis loop that 
passes through the origin [43]. There are even some that do not create a twisted loop, but 
rather a complete single loop [50]. This means that we can classify memristors to be 
much more than just resistive switches. Different memristors offer different types of 
applications, than just the standard memory and transistor replacement. 
 Memristors with impedance could be used in passive RFID tags, replacing 
traditional limited impedance matching modules, with highly dynamic impedance 
matching. Typically impedance matching circuits for passive RFID tags reside on the 
antenna [5], but they can also be made with an analog varactor solution [29][30]. 
Memristors with impedance can also be applied in neural networks [31][32]. There are 
probably countless other applications that this memristor with impedance could be used 
in, just like the memristor. To plainly state, the benefits of working memristors can 








 In this paper, the benefits of the Au/Co3O4/Au based memristors and their 
application toward impedance matching networks are tested and discussed. These mem-
devices create an ideal capacitance (femto-farad to pico-farad) that could be used for 
RFID applications. This pico-farad memristor may also help with many other high-
frequency RF systems.  
 In an RFID environment, there is a RFID reader (host), and a RFID tag (node). 
The RFID tag relies on its antenna to harvest all of the tag’s power when the Reader 
sends out a signal. This inductive coupling power technique provides only a maximum of 
1 watt. Due to this limitation, the RFID tag is designed simply and with as few modules 
as possible. This also leads to other design flaws: susceptibility to interference and 
coupling.  
 With multiple RFID tags in an environment, each tag can become constructive or 
destructive due to their signal interference. If a RFID tag is destructive in an 
environment, it can cause the targeted tag to be unreadable or cause a bit error while the 
Figure 3.1.  Proposed Impedance Matching Network for RFIDs with 
memristors that have impedance. Zi and Zn denotes bias impedances 
for each lane. Mr denotes the memristor for each lane, and Cn is the 




targeted tag is being read. Oppositely, if a tag is constructive in an environment, it could 
allow the targeted tag to be read with higher precision or with little to no bit errors. With 
matching impedance values, the individual tags can become constructive, thus creating an 
environment to which each tag could be read without error.  
 Memristors with impedance or mem-devices are ideal for creating an RFID 
impedance balancing network. The Au/Co3O4/Au based mem-device can replace the 
varactors and create an offset impedance to balance the RFID tag’s impedance. A high 
level model of the design concept is seen in figure 1. Each Impedance Lane is capable of 
switching between their own impedance range. A feedback circuit is needed to indicate 
which lanes are on or off. The circuit switches impedance by switching the mem-device. 
The mem-device’s HRS acts as a capacitor with femto-farad to pico-farad capacitance. 
The LRS acts like a very week Inductor allowing for the lane to become a short.  
 To begin an analysis on impedance switching with the Au/Co3O4/Au mem-device, 
we must first look at the behavior of the memristor in a high-frequency environment. So 
far, there has been little research done in this area. Second, we must look at how the 
memristors behave when applied in a parallel network. The second will be presented in 
an additional paper.  
 
3.2. BACKGROUND 
 Applications with memristors have begun extensive research, since Hewlett 
Packard (HP) showed their memristor [28]. Most of these applications are towards 
replacing CMOS transistors with memristors. This is due to the fact that memristors are 
an ideal switch and can function as non-volatile memory. Furthermore, an added benefit 
to memristors is that they primarily exist in the nano-world. This gives great benefits to 
memory storage devices, such as resistive random access memory (RRAM).  
 The benefits of memristors, do not merely start and stop with the replacing of 
traditional transistors in a CMOS environment. The application of this new technology 
can be brought into traditional circuits, mainly those used in low power circuits. 
Memristors can be created with many sorts of different materials such as titanium, cobalt, 
silicon, and more, with each combination creating a unique set of characteristics. 




that can be used for DC switching [46]. Hausmannite (Mn3O4) has a distinctly large 
resistive difference that it can be used for memory application [43]. Hausmannite based 
memristors also exhibit impedance when they are measured at a Low Frequency (LF) 
[44], which can be used for RF applications. Memristors can be created in many different 
ways and each can allow the memristor to be applied in unique applications.  
  
 RFID Related Work. The effects of impedance of RF devices on the 
reflected signal apply to any type of RF systems. However, due to the operating 
conditions and physical limitations of the application, a passive RFID tag can benefit the 
most by employing the memristor in an impedance matching networks. Another potential 
application includes an adaptive hybrid antenna where an array of passive elements 
around the active one increases the gain and directionality of such hybrid antenna setup. 
 In recent years, a passive scattering based wireless communication is becoming an 
attractive alternative to the traditional, active transmission systems. The main benefits are 
a low power, inexpensive, and often battery-less design since the device requires less 
power to operate and can be implemented as a system-on-a-chip (SOC). The most 
commercialized application of the backscatter-based communication is the Radio 
Frequency Identification (RFID) system. The passive RFID tags communicate a unique 
identification to an active reader, which generates the incident signal for energy 
harvesting and backscattering. Furthermore, such systems are increasingly employed in 
sensing applications [33-35]. The low power, small form factor wireless sensors have 
potential of making the concept of a “smart dust” a reality. However, due to path loss and 
signal fading on wireless links, the communication range of passive systems is limited to 
no more than couple tens of feet. Furthermore, such passive devices often harvest energy 
from the original RF signal transmitted by the reader/base station. There is a minimal 
amount of RF power required to wake and power such a passive device up. 
Consequently, in presence of fading channel, for example due to shadowing and 
multipath propagation, a passive device is often unable to receive sufficient energy to 
operate and successfully communicate. This limits the usage of backscatter-based 




 Passive RFID tag uses the received reader’s signal both (a) to harvest energy thus 
powering up its circuitry and (b) to communicate back by modulating the scattered signal 
through chip impedance switching. Designing an effective passive tag is a challenging 
task. Traditionally, a lot of emphasis has been given to designing rectifier, regulator, and 
backscattering circuitry [36-42]. Rectifier harvests the incident RF signal to provide 
power for the entire tag. Regulator maintains the power supply voltage to a certain 
minimum level. The backscattering circuitry supports communication with the reader. 
Design of an efficient rectifier and regulator ensures sufficient power is transferred from 
the incident RF signal to the digital circuitry such that the tag can correctly operate. It is 
desired to power up the tags even in a presence of a weak incident RF signal at a larger 
distance from the reader. On the other hand, the backscattering circuitry aims at 
maximizing the power of the reflected signal to ensure reliable communication toward 
the reader.  These opposing goals of both transferring the most energy to power circuitry 
and reflecting the most energy for communication are satisfied by switching the 
impedance matching network connected to the tag’s antenna. 
 The typical RFID tags employ semiconductor technology (e.g. FET transistors 
and diodes) [36-42] to accomplish those tasks. This creates nonlinear behavior of the 
energy harvesting and backscattering circuits. In particular, for a weak RF signal, the 
voltage generated at the antenna might be insufficient to “activate” the entire desired 
impedance matching network. The branches with semiconductor will become 
disconnected if the voltage generated by incident signal is below their bias voltage. 
Consequently, in such scenario, the effective impedance of the impedance matching 
network will only include the paths with the linear components including resistors, 
capacitors, and inductors. In traditional approaches such effective impedance matching 
network becomes a fixed, uncontrolled quantity in the presence of weak signals. In 
contrast, the proposed employment of a memristor would enable dynamic switching of 
impedance since memristor behaves as a passive component at low signal levels. 
Consequently, the tag can scatter the weak signal more efficiently thus potentially 
extending the effective range of communication. Moreover, as discussed in details in 
subsequent sections, the memristors do not require a constant, state-holding supply power 




 Next, we discuss the two important aspects of the passive RF front-end’s (antenna 
and impedance-matching network) interaction with incident RF signal. The scattering 
describes the reflection of RF signal from a relatively small object and varies with its 
impedance. This is a typical scenario in the far-field range. In contrast, mutual coupling 
describes the mutual interactions among closely located devices. Their internal 
impedances change due to proximity of other scatterers. 
 
 Memristors, and Mem-Devices and their Future with RF Devices. 
Memristors are well known these days as the new memory device. They are also the 
forerunners in the race for the replacement of the silicon transistor. As Intel, Samsung, 
and the other big fabs continue their work on shrinking the transistor, universities and 
research groups are making leeway on the understanding of the nature of the memristor. 
There have been several discoveries surrounding the memristor, and each new 
arrangement of materials creates a unique set of properties for each one.  
 A memristor is considered the perfect switch due to its native properties of being 
non-volatile, multi-state, nano-device, which can remember its states. It retains its state, 
High for Off and Low for On, even when power is removed. The states each act a like a 
resistive switch: The High Resistive State (HRS) has a resistance between kilo-ohm to 
giga-ohm. While the Low Resistive State (LRS) has a much smaller resistance, usually 
less than 100ohms. In order to switch a memristor between the HRS and LRS, it must 
accept a different charge or electric flux. 
 The material formula to create a memristor is simple to understand: a metal 
sandwich with a metal oxide in the center. The memristor’s properties greatly depend on 
its metal oxide. For example, titanium oxide (KΩ to 100Ω) has a lower HRS to LRS ratio 
than Hausmannite (MΩ to 25Ω). There are forms of silicon oxide memristors that are 
being used to create memristors with current fab equipment. There are metal oxides that 
change memristors to act outside of their normal behaviors.  
 Different materials can create different types of memristors. Memristors can 
become capacitive or inductive, creating memcapacitors and meminductors. These type 
of mem-devices were firs presented in [27], where Di Ventra and Chua defined the mem-




an I-V graph. Memcapacitors create a hysteresis loop that is not pinched on a Q-V graph. 
Meminductors are theorized to produce an identical hysteresis loop to the memcapacitor 
but on an φ-I graph.  
 The key definition for these mem-devices are the equivalent circuits they create. 
Memristors produce solely resistance in both the HRS and LRS. Memcapacitors will 
produce capacitance in both states, and the same with meminductors but with inductance. 
In is then likely that both memcapacitors and meminductors will produce a reactance in 
an AC environment, however these type of mem-devices have not yet been seen. There 
have been some mem-devices that produce capacitance and act like a memcapacitor 
[46,48,49], but their abilities have not been measured in the UHF band.  
 The Au/Co3O4/Au mem-device is not a memcapacitor, it is a memristive 
impedance switch. It behaves like a memristor, and is able to switch between HRS and 
LRS, but it does not produce capacitance reactance in both HRS and LRS. The 
Au/Co3O4/Au memristor or mem-device that is studied in this paper is a mem-device 
with impedance. The impedance can be seen in the LF to UHF. When a DC signal is 
applied, the cobalt oxide memristor presents a resistance between the mega ohms to low 
ohms.  
 Due to the unique property of the Au/Co3O4/Au mem-device, it can be used in 
applications outside of memory. Memristors could be employed in RF circuitry to reduce 
power draw and induced switching noise. The cobalt oxide mem-device produces a small 
amount of capacitance (pF) which is ideal for UHF RF applications. One such application 
is RFIDs, specifically power optimization for Passive RFID Tags.  
 
 Memristor Creation. A memristor is created by first creating the device, 
then stabilizing it. Figure 2 shows the steps and I-V graph for creating, and setting a 
memristor. When the memristor is first created, the metal oxide is in an as-deposited 
state. This means that no AC at HF electric pulse can go through the material, and the 
device is seen as a high resistive material (usually in the high MΩ to low GΩ). In order to 
create a memristor the material needs to be broken down. In the case of the Au/Co3O4/Au 
mem-device it requires ~15V and ~10mA to break the material down and create the 








 When the metallic filament is formed, the mem-device is now considered to be in 
the LRS. This means the metallic filament has a complete connection between the top 
and bottom metals creating a short. This short wire has very low inductance (near low 
nH) with a small amount of resistance in parallel. The mem-device now needs to be 
stabilized in order for it to maintain the metallic filament.  
 In order to change the mem-device from the LRS to HRS, a small amount of 
charge is required. Typically the mem-device will switch around 1V at ~20mA. Once this 
happens, the mem-device will switch the HRS and some of the filament will remain 
Figure 3.2.  Memristive switching process of the cobalt oxide: (a) IV 
curves for formation, set, and reset transitions of the memristive 




behind. Due to this gap, and the natural resistance of the cobalt oxide, a capacitance is 
created and has an impedance response. The size of the gap is unknown, but its diameter 
can be influenced. With proper control of the materials and test setup, better mem-
devices can be created.  
 The mem-device still needs to be switched several times before the filament can 
be considered stabilized. Once this fitting procedure is complete, the mem-device is ready 
for measurements.  
 
3.3. EXPERIMENTAL RESULTS FOR MEMRISTIVE SWITCHING IN RF 
BAND 
 Experiment Setup. The memristors were measured with a Vector Network 
Analyzer (VNA) connected to a micro-probe. The micro-probe station was a standard 
microscope plus mechanically controlled probe setup, with the probe’s tips providing 
complete connection to the memristor. Each probe and probe arm are a Model 10 
Palladium tipped probe made by GGB. The tips were 125µm in diameter in a two tip 
configuration: ground and signal. The probe arm has a single SMA cable, which was 
connected to an Agilent B2911A Series Source Measurement Unit (SMU) and a Agilent 
E5601B VNA. Figure 6 shows a picture and a depiction of the experiment setup. 
 The VNA is setup to measure channel between 1 MHz to 1.8 GHz. The VNA is 
calibrated with a 1-port calibration plus port extension. The calibration kit is a GGB 
standard 1-port calibration kit designed for the Model 10 probe line.  
It should be noted that the memristor under test is a Pd/Co3O4/Au memristor. The 
memristor produced and characterized earlier was an Au/Co3O4/Au. The difference in the 








 Experiment Procedure. There are several steps before the mem-device 
can be measured by the VNA. First the VNA needs to be calibrated which must utilize a 
custom calibration kit. Second, the mem-device needs to be created, and then 
conditioned. After the mem-device is conditioned, measurements may begin.  
 In order for the VNA to measure any device under test (DUT), it needs to be 
calibrated. This step allows the VNA to remove any extra components (i.e. cables, and 
probe) that may cause results to become skewed. The calibration requires one port, and 
three standards: open, short, load. The open standard acts like a capacitance, while the 
short standard acts like an inductor. The load standard is a 50Ω resistor. 
 In most cases, the VNA requires a calibration kit that was manufactured with high 
precision for a specific frequency range. In the case of mem-devices, the VNA requires a 
new calibration kit. The standard open and standard short created values that were much 
larger than those measured from the memristor. In order to allow for finer tuning with the 
VNA, a new open and short was created with lower values.  
Figure 3.3.  Experiment Setup. Red: Agilent VNA, Orange: Agilent 
Source Measurement Unit (SMU), and Blue: Microprobe arm and 




 Once the VNA is calibrated, the SMU is used to form the mem-device. This step 
was dependent on the thickness of the micro-probe. With a new micro-probe, mem-
devices are easier to create, but as the micro-probe is used throughout a session, it 
becomes harder to create a mem-device. This was due to the Palladium thickness for each 
micro-probe. With each creation, the thickness would decrease due to oxidation, to the 








 A successful formation of a mem-device causes it to start off in the LRS. At this 
point the metallic filament that creates the mem-device device is not yet set. The device is 
considered unstable, and simply measuring the mem-device at this time could cause it to 
break down into an unknown state. For this reason, the mem-device is switched several 
times between the HRS and LRS. 
Figure 3.4.  Picture of the Pd tip Model 10 probe on top of the 





 After the mem-device is conditioned, and deemed stable it can now be measured. 
The mem-device is first measured in the HRS, then switched and measured in the LRS. If 
the results of either of these measurements do not contain many errors, than the 
measurement process is repeated. If there are too many errors in the results, then the 
mem-device is switched a couple of times before measuring once more. Measurement 
ceases after either a) the mem-device stops switching, or b) there are too many results 
with errors. A new mem-device is then created, and the conditioning and measuring steps 
are performed once more. 
 There were several lessons learned during the very beginning of learning how to 
measure mem-devices with a VNA. There were four major issues with measurement and 
setup of the VNA: standard open and short for 1-port calibration, port extension, 
electrostatic discharge, and measuring both LRS and HRS with a single calibration. Each 
of these major issues will most likely be seen in other similar experiments.  
 
3.3.2.1 Lessons earned – 1-port calibration. For a VNA 1-port calibration, the 
standard is to perform an open, short, and load to remove any excess RLC components. 
With this calibration, the VNA is able to measure a range of reflection/reactance. This 
range is determined by the size of the capacitance of the open standard, and the 
inductance of the short standard. In the case of the GGB calibration kit, the open 
capacitance and short inductance were stronger than those of the mem-device.  
 When the VNA was calibrated with the GGB calibration kit, measurements of the 
mem-device would give no conclusive results. This was due to size of the capacitance 
and inductance components when the mem-device was in HRS or LRS, respectively. In 
order to fix this major issue, the calibration kit was changed to broaden the measurement 
range of the reflection/reactance. 
 The open standard was replaced to measuring “open air” or not connecting the 
micro-probe to anything. The closed standard was replaced with a short between the 
micro-probe and the substrate of the mem-device. This meant that the closed standard 
was a measurement of the Au mem-device substrate. With this new calibration standard, 






3.3.2.2 Lessons learned – port extension. After the calibration standard fix, the 
resulting data of the mem-device would be opposite of what was expected. Instead of the 
HRS producing a capacitance it was appearing as an inductor, and the opposite for the 
LRS. This was due to an 180deg phase change introduced by extra components the 
calibration step did not remove. To remove the extra RLC components, a port extension 
was applied to the 1-port calibration. 
 
3.3.2.3 Lessons learned – electrostatic discharge. In order to switch and 
measure the mem-device, the experiment setup had to switch between a VNA and SMU. 
This required that the SMA cable to be switched between the two units, during the mem-
device formation and switching steps. This necessary process creates a high opportunity 
for Electrostatic Discharge (ESD) to occur. To remove any ESD, the VNA and SMU had 
to have a properly connected common ground. 
 ESD events are important to remove because they can damage a mem-device 
before it can be created, or cause a mem-device to be switched to an unknown state. A 
mem-device has two defined states, but can also be pushed into an unknown state that 
typically introduced unknown capacitance and inductance. 
 
3.3.2.4 Lessons learned – separating LRS and HRS measurements. The 
extreme difference between the LRS and HRS caused several issues in measuring either 
of these states with the same calibration. The HRS and LRS usually has a three to six 
orders   magnitude difference in impedance. In the case of the E5601B VNA, this 
difference prevented a single calibration being useful for both states. Since the 
experiment setup was focused on the HRS, almost all LRS measurements included extra 
components. A new calibration technique will need to be re-designed in order to 
efficiently measure the LRS.  
 
 Results. The results from the Pd/Co3O4/Au mem-device reveal the 
equivalent components that represented the mem-device. As predicated, the mem-device 




main focus was measuring the HRS and its capacitance for usage with passive RFID tags. 
The data gathered for the LRS needs further investigation. The LRS data was mostly 
comprised of noise or added parasitic components that could not be removed. In some 
cases, an equivalent circuit for the LRS could be determined.  
 Figure 7 (b) represents a Nyquist plot of a single LRS result. A fitted circuit 
depicts that the LRS is a resistor and inductor in a parallel circuit. The measured 
resistance was between 100Ω to 200Ω, and the inductance was around 5µH. The majority 
of the resistance and inductance is being contributed to an unknown lumped sum seen as 
the black Rc and Lc. It is believed that the inductor in the mem-device is due to the 
metallic filament. As discussed in Section III, this metallic filament is considered a nano-
device and it is uncertain as to how small the inductance, if any, may be.  
 Figure 7 (a) depicts the results of the HRS on a Nyquist plot. The result shows a 
semicircle in the UHF range (1 MHz to 1.8 GHz). A semicircle on a Nyquist plot 
indicates that the equivalent circuit for the HRS is a resistor and capacitor in parallel 
connection. The resulting resistance was measured between 10KΩ to 20KΩ and 
capacitance was measured between 100fF to 10pF. 
 The large distribution in capacitance and resistance for the HRS is due to the 
unknown contact size of the Palladium tipped micro-probe. Figure 7 (c and d) represents 
the capacitance and resistance distribution from the data sets collected. The micro-probe 
tip is a flexible wire that has a rough diameter of 125µm. When the probe tip lands on top 
of the Pd/Co3O4/Au mem-device, the wire bends and increase the contact size. Since each 
landing involved contains human error, thus the exact contact size is unknown.  
 In the case of application toward RF, the Pd/Co3O4/Au mem-device demonstrates 
impedance in both the HRS and LRS. In order for the mem-device to be used in the 
proposed impedance matching design, the HRS needed to provide capacitance near the 
pico-farad range. These first round of results indicate that the Pd/Co3O4/Au mem-device 
may well be suited for RF applications. Improvements to the experiment setup need to be 





Figure 3.5.  Impedance measurements of the cobalt oxide memristive switch 
for frequencies up to 1.8GHz: (a) Nyquist plot of high resistive state (HRS) 
with equivalent circuit (blue), (b) Nyquist plot of the low resistive state 
(LRS) with equivalent circuit (red), (c) Distribution plot of capacitance data 




3.4. PROPOSED DESIGN OF THE MEMRISTIVE SWITCH-BASED 
IMPEDANCE NETWORK FOR RF 
 The results for the Pd/Co3O4/Au mem-device shows that it is suitable for 
utilization in passive RFIDs. However, there are several issues that must be solved and 
much more research before any product can be created. First and foremost control over 
the contact size of the mem-device needs to be achieved. This will determine if the mem-
device can be used independently or as a composed circuit. There are three cases in 
which the impedance control falls into:  
 
1. If it can be fully controlled giving a fixed capacitance 
2. If it can create a repeatable range of capacitance with limited control,  
3. If it cannot create a repeatable capacitance or range of capacitance and must 







 For Case 1, when the capacitance of the HRS can be controlled through some 
means than its migration into RF circuits will be less complicated. The mem-device may 
Figure 3.6.  High level model of the impedance matching network utilizing 
different mem-device characteristics. (a) Case 1: If a mem-device has a fixed 
impedance, than no additional capacitance will be needed. (b) If a mem-device 
has a controlled impedance range, than capacitance needs to be added in serial or 
parallel. (c) If a mem-device has no controlled impedance, than the mem-device 




be used exclusively without additional capacitors, figure 8 (a). This case gives a great 
advantage to passive RFID applications, allowing for least amount of energy usage in the 
impedance matching network. However, the downside of this case will be the additional 
mem-devices needed in order to create a range of impedances.  
 For Case 2, the mem-device has a specified range that can be controlled. This 
represents the first proposed impedance matching circuit seen in figure 8 (b). The mem-
device is placed in a capacitive cell parallel/serial to a capacitor. This could be considered 
the best case scenario with application toward impedance matching networks in passive 
RFID tags. Since the range of impedance is defined by the mem-device, fewer impedance 
lanes are needed compared to the first case. Yet, this circuit will require more power due 
to the additional capacitors.  
 Case 3 becomes necessary if the mem-device has uncontrollable capacitance. This 
means that the mem-device has a capacitance but with each switch, the filament changes 
in some manner that is unpredictable. Figure 8 (c) represents a circuit that may be viable 
with such a mem-device. Since the capacitance produced is unreliable, the mem-device 
will have to act as a switch. The impedance of the capacitor cell must be greater than the 
mem-device in order for the mem-device to not have influence over the total network 
impedance.  
 Regardless in all these cases, the Pd/Co3O4/Au mem-device will still be ideal for a 
passive RFID tag impedance matching network. The device requires very little power and 
continues to keep it state even when power is not present. This allows the passive RFID 
tag to become a smart tag, remembering its states and matching values without having to 
spend extra cycles of computation to retrieve such data.  
 
3.5. CONCLUSION 
 In this paper, the Au/Co3O4/Au mem-device is discussed, created, and 
characterized. The device is able to produce a small amount of capacitive reactance [fF – 
pF] in the UHF band. This capacitance size is an ideal candidate for the ISN network 
[45]. A mem-device with impedance can replace the varactors of the ISN Lanes and 
reduce the power draw of the ISN. In addition, the non-volatile, nano-size, and ability to 




 A passive RFID tag with an ISN designed with Au/Co3O4/Au mem-device will 
allow for tags in the UHF to be read in dynamic environments. Dynamic environments 
are time variant and depend on the amount of mutual interference and coupling randomly 
produced by objects and tags within the environment. The new ISN will be able to 
dynamically remove the negative effects and create an ideal condition for the tag to 
respond to the reader, and harvest the maximum amount of power from the reader’s 
signal. These tags will be able to be read when placed in conditions that very in 
temperature, and magnetics. Above all, they could be used in applications such as the 
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